
A Plenary room with capacity up to 3,600 pax is the 
ultimate asset of a series of exhibition and 

conference spaces. Starting at North entrance, 40 conference rooms and 
27,000 m2 of exhibition is available before reaching the Keynote auditorium in 

Hall 6. It is a unique opportunity to organize larger conference sessions 
in an independent hall.   

Entrance arch is �nished with a curtain that crowd control after the 
beggining of session and full opening for access or end of session

Only the perimetral truss is pre-installed in the Hall. The trusses within 
the room need to be installed temporarily according to the needs of 
the clients



View of entrance from underwalkway area in front of CC7

Max capacity 3624 pax + technicians

Fixed installation:
Perimetral trusses and motors to be kept in the hall

Temporary installation:

Perimetral Curtains 10m high, black fabric 
Molton 100% cotton weight 300g / m2 + Wool Serge Panne 540 g/m2 

General lighting
The existing LED lights can be turned on and o� 
individually and scenarios can be preset 
through software

Stage
Stage Rosco 12m X 3m, height = 1m.
Includes fabric �nishing and grey carpet
One set of stairs with handrail
One wooden lectern

Emergency Doors details

Audiovisual installation (recommended)
Truss for temporary AV is not included
Sound
46 Modules Line Array
12 Ampli�er
1 Remote controller
P.A system
1 Digital Mixer 16ch
2 Mic on lectern
4 Mic on headtable
1 Lapel mic
4 Handheld mic
 
Lighting Stage
16 Pro�le 2KW 13º--‐42º
16 Fresnel 2KW(P.O)
1 Dimmer 48ch
1 Light controller
 
Video
3 Projectors 1080 HD DLP 18KHD
3 Projection Screens PVC 100% M1 900X510
1 Comfort full HD 40"
1 Remote PPT--‐ Micro cue v5

1,88m

2,55m

4,28m

2,30m



A Plenary room with capacity from 5,600 up to 8,000 pax is the ultimate asset 
of a series of exhibition and conference spaces. Starting at North entrance, 40 

conference rooms and 27,000 m2 of exhibition is available before reaching 
the Keynote auditorium in Hall 6. It is a unique opportunity to organize larger 

conference sessions in an independent hall.   

Only the perimetral truss is pre-installed in the Hall. The trusses within 
the room need to be installed temporarily according to the needs of 
the clients



Max capacity 3624 pax + technicians

Fixed installation:
Perimetral trusses and motors to be kept in the hall

Temporary installation:

Perimetral Curtains 10m high, black fabric 
Molton 100% cotton weight 300g / m2 + Wool Serge Panne 540 g/m2 

General lighting
The existing LED lights can be turned on and o� 
individually and scenarios can be preset 
through software

Stage
Stage Rosco 12m X 3m, height = 1m.
Includes fabric �nishing and grey carpet
One set of stairs with handrail
One wooden lectern

Emergency Doors details

Audiovisual installation (recommended)
Truss for temporary AV is not included
Sound
46 Modules Line Array
12 Ampli�er
1 Remote controller
P.A system
1 Digital Mixer 16ch
2 Mic on lectern
4 Mic on headtable
1 Lapel mic
4 Handheld mic
 
Lighting Stage
16 Pro�le 2KW 13º--‐42º
16 Fresnel 2KW(P.O)
1 Dimmer 48ch
1 Light controller
 
Video
3 Projectors 1080 HD DLP 18KHD
3 Projection Screens PVC 100% M1 900X510
1 Comfort full HD 40"
1 Remote PPT--‐ Micro cue v5

View of entrance from underwalkway area in front of CC7

Max capacity 5600 pax + technicians

Temporary installation:

There are no rigging points, trusses or motors pre-installed
 in this layout 

Perimetral Curtains 10m high, black fabric
Molton 100% cotton weight 300g / m2 + Wool Serge Panne 540 g/m2

General lighting
The existing LED lights can be turned on and o� 
individually and scenarios can be preset 
through software

Stage
Stage Rosco 12m X 3m, height = 1m.
Includes fabric �nishing and grey carpet
One set of stairs with handrail
One wooden lectern

Emergency Doors details

Audiovisual installation (recommended)

Sound
46 Modules Line Array
12 Ampli�er
1 Remote controller
P.A system
1 Digital Mixer 16ch
2 Mic on lectern
4 Mic on headtable
1 Lapel mic
4 Handheld mic
 
Lighting Stage
16 Pro�le 2KW 13º--‐42º
16 Fresnel 2KW(P.O)
1 Dimmer 48ch
1 Light controller
 
Video
3 Projectors 1080 HD DLP 18KHD
3 Projection Screens PVC 100% M1 900X510
1 Comfort full HD 40"
1 Remote PPT--‐ Micro cue v5
3 Delay Projectors 12KHD and 
screens 580 X 325cm  (optional)

1,88m

2,55m

4,28m

2,30m


